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GRAVITY HILL
OPERATING INSTRUCTIONS

* MACHINE MUST BE LEVEL TO OPERATE PROPERLY!

** REFER TO OWNERS MANUAL TO ADJUST DIFFICULTY OF PLAY!!



}

GRAVITY HILL

DESCRIPTION

Gravity Hill is an interactive skill game with instant prize redemption.  It incorporates a two-
tiered prize system consisting, of a Small Prize and a Grand Prize.

GAME OBJECTIVE

The object of the game is to move a ball up the hill to the Small Prize hole or Grand Prize hole
without falling off.  This is accomplished by rocking the hill from side to side using the handle
bars.

GAME FEATURES

< Addictive music tracks that run during game play
< Sound effects that enhance the game and encourage the player
< Two different play balls for variety.  Each ball has a unique feel and/or play
< Removable bumpers and bridge to increase or decrease the play difficulty 
< Variable game play time limit
< Tilt feature; play terminated when unit is tilted
< Optional “Winner Every Play”

MACHINE FEATURES

< Heavy duty construction
< Mars bill acceptor, stacker.
< Play counter
< Volume control
< Rope light controller
< Stem glide levelers
< Display shelf to show Grand Prize products
< Dispenses a variety of Small Prizes:

1. 27mm or 32mm super balls
2. 850 or 600 count gumballs
3. 850 or 600 count jawbreakers
4. 1040 count Sweet Revenge
5. 700 count Megabytes
6. 1 to 1¼” round capsules

< Dispenses a 3¾ to 4" (95mm to 100mm) capsule for the Grand Prize
< Small Prize capacity: 2-3 cases of product
< Grand Prize capacity: 42   4" (100mm) capsules
< 220 volt option available
< Coin acceptors for tokens or foreign coins available
< Time and credit display
< Variable game time
< Game default set for 50 cent vend; 

can be set for 1 to 4 coins
< Attract mode
< Winner every play
< Ball kick back feature
< Decreasing time option
< Small & Grand Prize count

See Menu Options for Instructions



OPERATING INSTRUCTIONS

1. Located in the coin cash box are:
< Different play ball (steely)
< Extra fuse
< Velcro 
< Spanner security bits (snake eye)
< Extra rubber bumpers and clear bridge
< Instructions and decals for bill and coin acceptors
< Menu Options are located on inside door of coin cash box

2. Use stem glide levelers underneath unit to level machine (see figure 1).

3. Load Small Prize and Grand Prize products in the rear by removing locks in upper back
door (see figure 2).  Load Grand Prize capsules one at a time starting with the lowest row,
working up to top row (see figure 3).  Load Small Prize product by dumping product into
the Small Prize hopper (see figure 4).  Utilize extra Small Prize product storage if
necessary by dumping product at the top of the extra storage column (see figure 5) after
Small Prize hopper has been filled.  After all product is filled, replace upper back door.

4. Set up your Grand Prize product displays by removing the front shield from machine by
unscrewing the security screws (using bit) located on each side of the unit (see figure 6)
and removing the front shield locks located in the rear left and right pillars (see figure 3). 
Attach displays with velcro (found in coin cash box).

5. Test Small and Grand Prize dispensers by starting play with bill or coins and drop the play
ball through the Small Prize hole and repeat process for the Grand Prize.

6. Replace front shield with top edge positioned behind top portion of display shelf (see
figure 8).  Replace security screws (figure 6) and front shield locks (figure 3).

7. The circuit board is located through the lower back door (see figure 9).  This provides
service access to the board and its components.

8. Access to volume control and rope light controller is possible from the lower back door or
through the bill/coin acceptor door (see figure 10a and 10b).

9. Counter is mounted in the rear of the upper coin door and can be easily viewed when door
is fully opened (see figure 11).

10. Menu Options are located on inside door of coin cash box and on the next page.  Red and
yellow menu buttons are located next to the counter (see figure 11).  

11. Game play comes preset for easy play.  This means there are clear rubber bumpers placed
on the hill in strategic locations that help keep the ball in play (see figure 12b).  These can
be removed to increase the difficulty of play or more added to increase the ease of play. 
There is also a clear bridge over a cut out in the middle of the play field (see Figure 12a). 
Removing the bridge increases the degree of difficulty.

12. For technical service and trouble shooting please call our Gravity Hill technical service
representative at 1-801-974-9116.  Technical drawings are available upon request.



GRAVITY HILL MENU OPTIONS

Menu options are displayed and modified using two buttons.  The red button will cycle through the
eight menu options advancing to the next option each time it is pressed. The yellow button will
cycle through the available settings for the selected menu option.  Pressing the yellow button on
options 7 or 8, (the Small Prize and Grand Prize counters) will reset the count to zero.

Gravity Hill Options:

1. Game Time (defines the length of play)
1 = 15 sec.
2 = 30 sec.
3 = 45 sec. ( default )
4 = 60 sec.
5 = 75 sec.
6 = 90 sec.
7 = 105 sec.
8 = 120 sec.

2. Coins to Start (number of coins for one credit)
1 = 1
2 = 2 ( default )
3 = 3
4 = 4

3. Attract Mode (attract sound plays every 5 minutes for about 10 seconds)
0 = Off
1 = ON ( default )

4. Winner Every Time (dispenses a Small Prize with every play)
0 = Off
1 = On  ( default )

5. Ball Kick Back (returns play ball for continued play if ball falls off in the first 10
seconds of play)

0 = Off
1 = On  ( default )

6. Decreasing Time Option (play time decreases in 15 second intervals with each
consecutive Grand Prize win) 

0 = Off
1 = On ( default )

7. Small Prize Count*
Displays the # of Small Prizes dispensed

8. Grand Prize Count*
Displays the # of Grand Prizes dispensed

* Displays 3 & 4 digit numbers by using top and bottom LEDs



OPERATING SUGGESTIONS

1. To change the degree of play difficulty
‚ Adjust the play time limit up or down
‚ After two weeks, remove the lowest clear bumpers
‚ After 3-4 weeks remove the rest of the clear bumpers
‚ To increase difficulty of play remove clear bridge over the cut out located in

the middle of the play field (figure 12a)
‚ Periodically change the play ball
‚ Adjust tilt of play field (figure 18 & 19)
‚ Front or rear stem glide levelers (feet) can be raised or lowered to adjust tilt of

game
‚ Purchase new, more difficult play field 

2. To keep revenues up
‚ Change product and product display every two weeks
‚ Licensed prize selections available 

PLAY FIELD REPLACEMENT

1. Remove the front shield from machine by unscrewing the security screws (using spanner
security bit) located on each side of the unit (see figure 6) and removing the locks located
in the center rear left and right pillars (see figure 3).

2. Remove the seven 7/16 cap nuts located on the black bottom tray (see figure 13) and
remove the two wafer head screws at the front of the black bottom tray located in front of
the play field (see figure 13).  Remove ball delivery channel.

3. Lift bottom tray out of unit one half at a time (see figure 14).  Note:  left side tray has two
sets of wires connecting to micro-switches at the front and rear of the tray.  Disconnect
wires from micro-switches taking, note which pins they are connected to.

4. Remove the six wafer head screws located around the edge of the play field (see figure 15
& 15A).

5. Separate play field from black plastic backing.

6. Place new play field onto playing backing and attach with the six wafer head screws.

7. Replace both sides of the black bottom tray, making sure wires on left side are properly
attached to the micro-switches.  Secure using the cap nuts and replace the ball delivery
channel and two wafer head screws.

8. Replace the front shield securing with the snake eye security screws and front shield locks.
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Loosen these 4 nuts and raise the mounting plate
up or down to change the tilt of the mountian. 

Re-tighten nuts after desired angle is achieved.

Remove the front shield of the Gravity Hill
to expose the mountain.  Then remove the
cap nuts on the black bottom tray.  Right
side (as you face unit) removes easily.  On
left side, be gentle because of the micro-
switches are mounted to the tray.  Pull to the
side.  It is not necessary to disconnect wires
from switches.  (see figures 13 & 14).

At the rear of the mountain, locate the
mounting plate as seen in figure 19.  Loosen
the lower 4 nuts in figure 20.  Raise or
lower mountain to obtain the desired degree
of tilt.  Re-tighten nuts and reassemble
bottom trays and replaced front shield.

Mounting
Plate

Figure 18  PLAY FIELD TILT INSTRUCTIONS

Figure 19









TO ORDER PRIZE REFILLS FOR
THIS MACHINE,
 PLEASE CALL:

1-800-748-5480












